Basic - Installation and Operation Manual — v3 - Baic

r::;:’_ubtorn

-FOLLOW ALL INSTRUCTIONS CAREFULLY TO PREVENT DAMAG E-
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DO NOT POWER THE LED LIGHTS WITH ANY SOURCE OTHER THAN THE SUPPLIED
CONTROLLER — THE LED LIGHTS WILL NOT OPERATE ON 12V OLTS

Controller Model NumberBasic-3500r Basic-700

STEP 1: Verification of Parts

The following parts should be contained in the LED light kit

1 Controller w/ switch — ensure that model numbataies the controller number listed above

2, 3, 0r 4 LED light modules
4 pull ties per light module, 2 pull ties per catir
3M Scotchlok UY Connectors

Installation tools you will need:

wire strippers
wire cutters
Windex (or any ammonia based cleaning solutiorgjéan mounting locations



STEP 2:Installing the LED Lights

NEVER POWER THE SYSTEM UNLESS THE WIRING IS COMPLETE
IMPORTANT : The temperature of all materials and surfacesldhee at least 60°F
Installing the LED Light(s) requires a basic knodde of how the parts of the bike are going to mabe.not interfere
with moving parts by installing wiring or LED lightoo close. Installing the LED light(s) startsiwiibcating the surfaces

or parts that you desire to light or reflect ligltick locations that are hidden but cast a glowhenparts or surfaces you
want to accent. Clean the surfaces well with abd¢oih Windex before mounting the lights with VHBcHy tape.

/NOTE: Ensure final placement of LED light prior to meimg. Once double sided VHB tape is applied, tgbtl
can not be moved. We recommend wiring and poweahiagontroller so that lit lights can be movedusu the bike to
show the best lighting locations.

Mount the LED light(s) using the double sided VHip ¢ and/or 4-40 screws if desired. Press andtheltights in place
for 30 seconds with moderate pressure. The tapessure sensitive and will bond tightly with thefaces under
pressure.

/NOTE: Avoid Interferences with Shock Travel, Pivot RejrSpark Coils, Exhaust Systems and Radiators.

STEP 3: Wiring the LED Light Kit

Wire all LED, switch and power leads to the conléobefore installing it on the bike. Follow thériwg diagram below
that has the same number of LED lights containg@im kit

/NOTE: Feel free to cut the LED leads to the desieagth.

Two LED Light Kit Wiring Diagram
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Three LED Light Kit Wiring Diagram

Four LED Light Kit Wiring Diagram
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Six LED Light Kit Wiring Diagram

STEP 4 Installing the Controller

Mount the controller using the double sided tap#/@mnthe pull ties provided in this kit. The caiter should be mounted
close to the battery and out of the way. Presshafdithe controller in place for 30 seconds withderate pressure. The
tape is pressure sensitive and will bond tightlthwie surfaces under pressure. Tape will readtbdnd strength in 24

hours.
STEP 5 Operation of the System.

a. Turning the System ON: Switch to the ON (1) position. The lights lighl brightness.
b. Turning the system OFF: Switch to the OFF (O) position. The lights taiff
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