RMT - Installation and Operation Manual - RMT

MOHIRSTALRERTEX

Custom LED Lighting S5olutions

NightStalkerFX.com
LED Technologies, Inc. — Milford, NH — 603-966-4584

-FOLLOW ALL INSTRUCTIONS CAREFULLY TO PREVENT DAMAGE-
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Remote Model Number: NSFX-RMT
STEP 1: Verification of Parts
The following parts should be contained in the remote Kit

e 1receiver

L4 2 remote transmitters

e pull ties

Installation tools you will need:

e wire strippers
e wire cutters
« small flat screwdriver



STEP 2: Installing the Receiver Module

NEVER POWER THE SYSTEM UNLESS THE WIRING IS COMPLETE

Installing remote kit requires a basic knowledge of how the parts of the bike are going to move. Do not interfere with
moving parts by installing wiring or remote module too close.

Install the receiver module in a protected place such as under the seat or in the rear compartment. Zip tie the unit in such a

way that it can’t move around loosely.

/NOTE: Avoid Interferences with Shock Travel, Pivot Points, Spark Coils, Exhaust Systems and Radiators.

STEP 3: Wiring the Receiver Module

NEVER POWER THE SYSTEM UNLESS THE WIRING IS COMPLETE

Follow the wiring diagram below for the LED light kit you purchased. The range is approx. 50 yards line of site. The
placement of the antenna can affect this range. Straiten the antenna and keep it from interference producing devices (HID
headlights, ignition components ect.)..

/NOTE: Advanced kits (dimmable) made before March 1, 2007 will not turn on with the
remote control. NSFX will provide a discount to you for a new controller that will operate
properly. The older controller will turn off properly however it will not turn back on with the
remote. The basic kit controller works regardless of model.

Advanced Kit — Remote Receiver Wiring Diagram
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Basic Kit — Remote Receiver Wiring Diagram
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STEP 3: Check Operation

Advanced Kit Operation:

Push the ON button on your remote control FOB. Operate the push button switch to the LED light level desired. Push the
OFF button on the key FOB and the LED light kit will turn off. Again push the ON button on the FOB and the kit will go
to the last light level. If the remote kit doesn’t operate properly check the wiring and call us for support at 1.603.966.4584.

/NOTE: Leaving the receiver in the ON position, even with the advanced kit off via the
push button, will draw power from the battery. The power drawn is low but over time will drain
the battery. The receiver in the OFF mode draws extremely low power. Leave the receiver in
the OFF position when not in use.

Basic Kit Operation:

Turn the rocker switch ON if equipped. Push the ON button on your remote control FOB to light the LED lights. Push the
OFF button on the key FOB and the LED light kit will turn off. If the remote kit doesn’t operate properly check the wiring
and call us for support at 1.603.966.4584.
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